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O6wmne XapaKTepucTuKkmn

HassaHune Moaenu AJD 110

YacrtoTta (Mu) 50

BMA MUCNOb3yeMOro TonamBea Diesel

6peHa n Moaenb ABuratens JOHN DEERE 4045HF120

reHepaTop NepeMeHHoOro Toka Mapku 1 Moaenu ECP 34-2S/4 A

Mopenb naHenu ynpasneHus 6020

KOXYyXa AK 40

mouHocTb (kVA) 3 Konunuecrso ¢as,50 Hz, PF 0.8 ‘
HanpsixeHue MowHocTb Standby MouwHocTb Prime Standby

(B) kW KVA kW KVA Amnep
400/231 88.0 110 80.0 100 158.78

MouwHocTb Standby(ESP): /icnonb3yetcs npy noaaye 31eKTPO3HEPrUn NepeMeHHOl 3NeKTPUYECKOM Harpy3ke B cilyyae npepbiBaHus
HaAEeXHOro NCTOYHMKKN ceTn. ESP coBmectum ¢ ISO8528. Meperpyska He aonyckaeTcs.

MowHocTb Prime(PRP): Mcnonb3ayeTca AN HeorpaHUYeHHbIX pabounx 4acos eXeroAHo rnpu nojave 31eKTpo3HEPrum NepemMeHHon
3nekTpuyeckon Harpyske. PRP coemectum ¢ ISO 8528. CornacHo ISO3046 B 12-yacosoi nepuog pabotbl 1 yac ncnonbsyercs ana 10%
neperpysku.

O6opyanoBaHue Ha 3akas

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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OBUTATE/1b

® DN1eKTPOHHbIV PerynsTop YacToTbl BpalleHus ABurartens

o OUNLTP OTAENEHUS BOAHON dpakuumn OT Tonamea

e CMrHanM3saumsa HU3KOro YpoBHS OXNaXKAaroLen XMAKOCTH

e [logorpes mMacna

ALTERNATOR

¢ [pOTMBOKOHAEHCATHbIN oborpesBaTenb

e ANbTEpHaTOP C BbICOKOM MOLLUHOCTbIO

¢ BbIXOAHOW aBTOMaT 3aLUUThI

CUCTEMA YMNPABJIEHUSA

® MaHeNb ANCTaHUMOHHOIO yrnpasieHuns

e Touka NOAKNOYEHNS 3a3eMJIEHMUS

e O6593aHHOCTN aMnepMeTp

TRANSFER SWITCH

e Tpu nnn YeTbipe Nosca KOHTaKTopa

e Tpu nnu YeTbipe NOJMIOCHbIM ABUraTenb paboTaeT Bbiko4aTeNb
Mpoune akceccyapsl

e KOHTpOJIb TOKa 3apaaKku

e ABTOMaTMyecKas cucTtemMa noakavyku Tonamea

e [loMna py4yHoro cinea mMacna

o [laTunKn ypoBHS ToMaMBa

o [NywmnTens

o Koxyx: 3awmTa oT aTMOCdEPHbIX OCaAKOB M LUIyMOralleHme
e AjanTop BO3AYyLIHOro KaHana (nepea pagMaTopom)

o [IPUTOYHO-BbITSXKHbIE XXanto3M C 3N1eKTPONPUBOAOM

e Bo3aylHas KkaMepa LyMoralleHus

e [puuen

e Tex. KomnnekTt(no Tex.yxoay)

o KoMnnekT ans texHmnyeckoro ob6cnyxusanusa (1500/3000 moToyacos)
e [1BOMHasa pama

e AHTUDPU3 N cMa3oyHoe Macno asuratena(npu pabote B - 30C)
o Koy 3aWmTbl aKKyMynsitopa

TN AJIbTEPHATOPA

OBLUME NAHHDbIE

lMponssoauTenb Mecc Alte
reHepaTop NepeMeHHOro Toka Mapku u moaenu ECP 34-2S/4 A
YactoTa (Mu) 50
MowwHocTb (KBA) 105
Hanpsixenue (B) (V) 400

dasa 3

Perynatop Hanps»keHus DSR
Cucrtema BO36YyXxaeHMS (+/-)1%
Knacc nsonsauunmn H

Kflacc 3amThl 1P21
AKTMBHas MOLLHOCTb 0.8

Cucrtema onoselleHns Bec (Kr.) 81
OXNaxAaoLWmn BO34yX 19.3
aABuraTtenb JOHN DEERE
NHxxeHepHasa moaenb 4045HF120

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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Yucno umnuHapos (L)

OnameTp nopLuHsa

Xopa noplHs

O6beM umnuHapos

3abop Bo3agyxa n oxiaxaeHue

CreneHb cxaTus

ckopocTb (d/dk)

O6bem macna B asuratene (Bkntoyasa ¢unetp) (L)
AOMNONHUTENbHAsA MOLLHOCTb

OCHOBHas MOLLHOCTb

KonunyectBo nogorpesaTenen 6noka
MolwHOCTb nogorpesaTens 6noka

BMA UCNONb3yeMOro TOnaMBa

TonnvMBHasA cuctema v Tvn

Twun THBA

PerynaTtop yacTtoTbl BpalleHus agsurartens
paboyee HanpsxeHne

eMKOCTb akkymynsitopa (Qty/Ah)

Cnocob oxaaxaeHus

Bo3ayLWwHbIN NOTOK BeHTUNsATopa (M3/MUH)

O6bem Oxnaxgatower XKunakoctu(Tonbko
[Buratenem/Pagmnatopom)(n)

BO3AYLWHbIA DUNbTP
Pacxoa Tonnmea npu 100% Harpyske (n/4)
Pacxoa Tonnuea npu 75% Harpyske (n1/4)

Pacxon Tonnuea npu 50% Harpyske (11/4)

Pasmepb! AACY oTtkpbiTOro tuna (Mm)

4 cylinders - in line
106

127

4.5

Turbo Charged and After Cooled
17.0:1

1500

16

91/122

102/137

1

750

Diesel

Direct

Stanadyne DB4 Rotary Type
Mechanic

12 Vdc

1x66

Water Cooled

159

8.5/32

Dry Type
23.5
16.5
11.5

AnvHa (mm)

wupuHa (mm)

BblcoTa (mm)

Bec (HedhTb 1 Boga HeT)

EmkocTb TonnmBHoro 6aka (L.)

Pa3mepbl reHepaTopa KabuHbl
AnvHa (MM.)

AnvHa (mm)

WwnpmHa (mm)

BbicoTa (mm)

Bec (HedTb 1 Boaa HeT)

EmkocTb TonameHoro 6aka (L.)

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017)

2150
1050
1450
1200
240

3100
1110
1740
1550
240
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LLlymMmonsonupyowme 1 3awmuiatoime ot atTMochepHbiX BO3AEACTBUN NOKPbLITUA FreHEPATOPHbIX YCTAHOBOK KOMMaHWM
AKCA ynoBneTBopsitoT 3ByKOBbIM TpeboBaHMsAM 1 obecneymBaoT ONTUMabHYHO 3alMTy OT aTMOC(EPHbIX BO3AENCTBUNA.
CneumanbHO paspaboTaHHbIe LYMOU30NMPYHOLIME KOXYXU MAeanbHO NOAXOAAT ANS OKTPbLITON reHepaTopHOM
YCTaHOBKW Ans obecneyeHnss Nerkoro A4oCTyrna npyv CEPBMCHOM U FrapaHTUMHOM 06CNY>XMBaHUKN, B3aMMO3aMeHsIEMble
KOMMOHEHTbI NO3BOJISIOT BbINMOSHUTL PEMOHT Ha MecTe. MMoKpbITUe CNPOEKTUPOBaHO TakMM 06pa3oM, YTO6bI
onTUMU3NPoBaTh 3DDEKTUBHOCTb OX/TAXAEHUS FeHEPATOPHONM YCTaHOBKMU.

CcTaHpapTHble PYyHKLUUMU

Heb6onbluon pasamep Kopnyca, HU3KONPOMWbHbIA An3aliH

Kopnyc, reHepaTopHasi yCTaHOBKa, BbIX/IOMHAasA CMCTEMA NpeABapuTebHO CO6paHbl, BKIOUYEHbI B KOMMIEKT NOCTaBKM
Kopnyc nsrotosneH 13 ctanu, ctanb obpaboTaHa NOpOLIKOBLIM MaTepuaniom

naamMeocTaHaB/MBaloLWasa neHa

Jlerkui pocTyn Ko BCeM NMyHKTaM obcny>xmBaHus

BbIx/i0NHaa cmcremMa B KOXyXe

Bonblune aBepu Ha Kaxxaon CTOpoHe

OKHO KOHTPOJIbHOW MaHenu B 3aKpbiBatoLLENCcs ABEPU

KHonka aBapuiHOM OCTAHOBKM HaxoAMTCA C BHELWHEN CTOPOHbI Kopnyca

AnbTepHaTOp BEHTUNATOPA M aKKyMynsSTOpa 3aKpbIT AN AOCTyna

JocTyn K akKyMynsaTopy M K TONAMBHOMY 6aKy TONbKO Yepes 3aKpbiBaloLLytoCcs ABEPb

Touykm nogbEMa Ha ONOPHOM pame

[aHHble onunn oTBevatloT Bawmm TpeboBaHusM

AKCA npoBepsieT CBOW reHepaTopHble YCTAaHOBKM Ha YPOBEHb LlyMa B COOTBETCTBUM C anpektuBammn 2000/14/EC.
Pe3ynbTaTbl ncnbiTaHns 661U MPUHSATLI YNOHOMOYEHHbIM opraHoM C3Y Tect

Moaenb naHenu ynpasneHun

ynpaBnswoLwmin Mmoaynb DSE
KOHTponb Moaenb Moayns 6020
KOMMYHMKaLNOHHbIE MOPTbI MODBUS

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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Mpun6opbl

-DSE, model 6020 Auto Mains Failure control module.
-Battery charger input 198-264 volt, output 27,6 V.5 A (24 V) or 13,8 Volt 5A (12V)
-Emergency stop push button and fuses for control circuits.

CTtpouTenbCTBO M 3aBepLueHue

-Components installed in sheet steel enclosure. Phosphate chemical, pre-coating of steel provides corrosion resistant
surface. Polyester composite powder topcoat forms high gloss and extremely durable finish. Lockable and hinged
panel door provides easy access to components.

YcTraHoBKa

Control panel is mounted on baseframe with steel stand. Located at the right side of the generator set (When you
look at the Gen.Set. from Alternator)

bnok YnpasneHus N'eHepaTopom

The DSE 6020 is a standard control module for our generator sets up to 200kVA and it has been designed to start and
stop diesel and gas generator sets.

The DSE 6020 module has been designed to monitor generator frequency, volt, current, engine oil pressure, coolant
temperature running hours and battery volts.

Module monitors the mains supply and switch over to the generator when the mains power fails.

The DSE6020 also indicates operational status and fault conditions, Automatically shutting down the Gen. Set and
giving true first up fault condition of Gen. Set failure.The LCD display indicates the fault.

CcTaHpapTHble PYyHKUUMU

-Microprocessor controlled.

-LCD display makes information easy to read.

-4-line, 64 x 132 pixel display.

-Automatically transfers between mains (utilty) and generator power.

-Manual programming on front panel.

-User-friendly set-up and button layout.

-Remote start.

-Event logging (5)showing date and time.

-Controls: Stop/Reset, Manual, Auto, Test, Start, buttons. An additional push button next to the LCD display is used
to scroll through the modules' metering displays.

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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YcTraHoBKa

ENGINE

-Engine speed.

-0Oil pressure.
-Coolant temperature.
-Run time.

-Battery volts.
-Configurable timing.

GENERATOR
-Voltage (L-L, L-N).
-Current (L1-L2-L3).
-Frequency. MAINS
-Voltage (L-L, L-N).
-Frequency.

-Mains ready.
-Mains enabled.
-Gen. Set ready.
-Gen. Set enabled.

Cxema 3amThbl

WARNING

-Charge failure.

-Battery Low/High voltage.

-Fail to stop.

-Low /High generator voltage.
-Under/over generator frequency.
-Over /Under speed.

-Low oil pressure.

-High coolant temperature.

SHUT DOWNS

-Fail to start. -Emergency stop.
-Low oil pressure.

-High coolant temperature.

-Over /Under speed.

-Under/over generator frequency.
-Under/over generator voltage.
-Oil pressure sensor open.
-Coolant temperature sensor open.

ELECTRICAL TRIP
-Generator over current.

OnuuoHHble 0co6eHHOoCTH

-Flexible sensor can be controlled with temperature, pressure, percentage (warning/shutdown/electrical trip)
-Local setting parameters and monitoring from PC to control module with USB connection (max 6 mt).

CraHpapTbl

Elecrical Safety / EMC compatibility

-BS EN 60950 Electrical business equipment.
-BS EN 61000-6-2 EMC immunity standard.
-BS EN 61000-6-4 EMC emission standard

CTaTMuyecKkMin akkyMynsatTop Boinpsamutens (3apsgHoe yCTPOMCTBO)

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017)
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- Battery charger is manufactured with switching-mode and SMD technology and it has high efficiency.

Battery charger models' output V-I characteristic is very close to square and output is 5 amper, 13,8 V for 12 volt and
27,6 V for 24 V . Input 198 - 264 volt AC.

Proline 2405 has fully output shot circuit protection and 1t can be used as a current source.

Proline 1205/2405 charger has high efficiency, long life, low failure rate, light weight and low heat radiated in
accordance with linear alternatives.

The charger is fitted with a protection diode across the output.

Connect charge fail relay coil between positive output and CF output.

They are equipped with RFI filter to reduce electrical noise radiated from the device.

Galvanically isolated input and output typically 4kV for high reliability.

CEPTU®UKATDI

TS ISO 8528

TS ISO 9001-2008
CE

SZUTEST
2000/14/EC
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