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O6wmne XapaKTepucTuKkmn

Ha3zsaHne Mogenun AID 75

YacrtoTta (Mu) 50

BMA MUCNOb3yeMOro TonamBea Diesel

6peHa n Moaenb ABuratens JOHN DEERE 4045TF120

reHepaTop NepeMeHHoOro Toka Mapku 1 Moaenu ECP 32-3L/4 B

Mopenb naHenu ynpasneHus 6020

KOXYyXa AK 40

mouHocTb (kVA) 3 Konunuecrso ¢as3,50 Hz, PF 0.8‘
HanpsixeHue MowHocTb Standby MouwHocTb Prime Standby

(B) kW KVA kW KVA Amnep
400/231 60.0 75 54.4 68 108.26

MouwHocTb Standby(ESP): /icnonb3yetcs npy noaaye 31eKTPO3HEPrUn NepeMeHHOl 3NeKTPUYECKOM Harpy3ke B cilyyae npepbiBaHus
HaAEeXHOro NCTOYHMKKN ceTn. ESP coBmectum ¢ ISO8528. Meperpyska He aonyckaeTcs.

MowHocTb Prime(PRP): Mcnonb3ayeTca AN HeorpaHUYeHHbIX pabounx 4acos eXeroAHo rnpu nojave 31eKTpo3HEPrum NepemMeHHon
3nekTpuyeckon Harpyske. PRP coemectum ¢ ISO 8528. CornacHo ISO3046 B 12-yacosoi nepuog pabotbl 1 yac ncnonbsyercs ana 10%
neperpysku.

O6opyanoBaHue Ha 3akas

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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OBUTATEJb

® D/IEKTPOHHbI perynaTop 4acToTbl BpalleHWUs ABUratens

e OuNbTp OTAENEHNS BOAHOW dpaKkuum OT TonauBa

e CYrHanmsaumnsa HM3KOro YPOBHS OXJ1aXKAatoLen XUAKOCTMU

e [logorpes mMacna

ALTERNATOR

¢ [IpoTMBOKOHAEHCATHBIN 0b6orpeBaTenb

e A5lbTEPHATOP C BbICOKOW MOLLHOCTbIO

e BbixogHOM aBTOMAT 3aluUThbl

CUCTEMA YIMPABJIEHUA

e NaHeNb ANCTAHUMOHHOIO ynpaBieHns

e TOUKa NOAK/OYEHNS 3a3EMIEHUS

e O6a3aHHOCTN aMnepMeTp

TRANSFER SWITCH

e Tpn 1N YyeTbipe NMosca KOHTaKTopa

e TpU NN YeTbipe MOJKOCHbIN ABUraTenb paboTaeT BbiKIoYaTeNb
Mpoumne akceccyapsl

e KOHTpOJIb TOKa 3apaaKku

e ABTOMaTMyeckas cucrtemMa nogkayvyku Tonamea

e [loMna py4yHoro cinea mMacna

e [laTunKn ypoOBHS TOMIvMBa

o [NywmnTens

e Koxyx: 3awmTa oT aTMOCdEepHbIX 0CaAKOB W LyMoralleHve
e AjanTop BO3AYyLIHOro KaHana (nepea pagMaTopom)

e [1pUTOYHO-BbITSXKHbIE XXasto3U C 3/1EKTPONPUBOAOM

e Bo3aylwHasa kamMepa wyMoraleHus

e [puuen

e Tex. KomnnekTt(no Tex.yxoay)

e [IBOMHas pama

e AHTUDPU3 1 CMa3o4vHoe Macno asuratens(npu paborte B - 30C)

[n3enbHbIn ABMraTeNb C BOASAHBIM OXNaXAEHUEM, AN UCMNOIb30BaHNSA B TAXENbIX YCIOBUAX
paavaTop C MEXaHUYECKUM BEHTUISTOPOM

3awmnTHaa peweTka BEHTUASTOPA M BpaLLaoLWmMXcs AeTanen
DNeKTpUYEeCKUi cTapTep 1 3apsaHOe YCTPONCTBO anbTepHaTopa

MyckoBoW akKyMynaTop (CBUMHLIOBO-KMUCOTHbBIN) C kKabensmu

Koxyx asuratens

OnopHasa pama, HecyLmn TOMIMBHbIN 6ak N aHTUrNywunTenb KonebaHmmn
LLinaHr TONANBHOM CUCTEMBI

O4HOMOALWMNHMKOBBIN anbTepHaTop, kiacc H

LymornywmnTtenb U rubkuin CTanbHOM KOMMNEHCATOP NOCTaBAAOTCS OTAEbHO
3apsiAHOe YCTPOWMCTBO

PykoBOACTBO K MCNO/Ib30BaHUIO N YCTaHOBKE

TN AIbTEPHATOPA

OBLWUME AAHHDbIE

Mpounssoantens Mecc Alte
reHepaTop NepeMeHHOro Toka Mapku u Moaenu ECP 32-3L/4 B
YacrtoTta (My) 50

MowHocTb (KBA) 75
HanpsixeHnue (B) (V) 400

daza 3

Perynatop HanpseHus DSR

Cucrtema B0o36yxaeHus (+/-)1%

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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Knacc nsonsauuun

Kfacc 3awuTbl

AKTVBHas MOLLHOCTb

Cucrtema onoselleHns Bec (Kr.)

oxnaxaawoLwmnii Bo3ayx

AJD 75

P21
0.8
74
11.8

XAPAKTEPUCTUKA ABUTATENEN

ABurartenb

NHxeHepHasa moaenb

Yucno umnmnnapos (L)

OvameTp nopLuHsa

Xopa nopwHs

06beM UMAMHAPOB

3abop Bo3ayxa n oxnaxaeHue

CreneHb cxaTtus

ckopocTb (d/dk)

O6bem macna B gsuratene (Bknwo4asa gunbtp) (L)
AOMNOSHUTENbHAsA MOLLHOCTb

OCHOBHas MOLWHOCTb

KonunyectBo nogorpesaTenen 6noka
MolwHOCTb nogorpesaTens 6noka

BWA MCMNOSIb3YEMOro TOMMBa

TonnmBHasA cuctema u Tvn

Twn THBA

PerynaTtop 4yacToTbl BpalleHus aBuratens
pabouyee HanpsxeHne

eMKOCTb akkymynsitopa (Qty/Ah)

Cnocob oxaaxaeHus

Bo3aywHbIn NnoTok BeHTUNsATOpa (M3/MUH)

O6bem Oxnaxgatower XKunakoctu(Tonbko ¢
[euratenem/Pagmnatopom)(n)

BO34YLWHbIA GUNLTP
Pacxon Tonnuea npu 100% Harpyske (n/4)
Pacxoa Tonnmea npu 75% Harpyske (n/4)

Pacxoa Tonnuea npu 50% Harpyske (n1/4)

JOHN DEERE
4045TF120

4 cylinders - in line
106

127

4.5

Turbo Charged
17.0:1

1500

12.2

70/94

63/84

1

750

Diesel

Direct
Stanadyne DB4 Rotary Type
Mechanic

12 Vdc

1x66

Water Cooled
81

8.5/32

Dry Type
13.6
10.4

6.9

Pa3smepbl AY otkpbiTOoro tTuna (Mm)

AnvHa (mm)
wrpuHa (mm)
BblcOTa (mm)

Bec (HedTb 1 BoAa HeT)

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017)
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EmkocTb TonnmeHoro 6aka (L.) 240

Pa3sMepbl reHepaTopa KabuHbl

S @ AJD 75

AnviHa (MM.)

AnvHa (mm) 3100
wrpuHa (mm) 1110
BblcOTa (mm) 1740
Bec (HedTb 1 Boaa HeT) 1480
EmkocTb TonnmeHoro 6aka (L.) 240
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O npoaykre

LLlymonsonupyowme 1 3awmuiarowme ot atTMochepHbiX BO3AENCTBUN NOKPbITUA FreHEPATOPHbIX YCTAHOBOK KOMMaHWM
AKCA ynoBneTBopstoT 3ByKOBbIM TpeboBaHMAM 1 obecneumBaloT ONTUMabHYIO 3aLWMTy OT aTMOCMEPHbIX BO3AENCTBUNA.

CneumnanbHO pa3paboTaHHbIE LYMOU30NPYIOLWME KOXYXWU MAeanbHO NOAXOAST A5 OKTPbITON reHepaTopHOW

YCTaHOBKWU ANA obecneyeHuns nerkoro AO0CTyna npu cepBUCHOM U FapaHTMViHOM 06Cﬂy)KVIBaHVIM, B3auMMO3aMeEHAEMbIE

KOMMOHEHTbI MO3BOASAOT BbINOJHUTb PEMOHT Ha MecTe. [MoKpbITUE CNPOEKTUPOBAHO TaKUM 06p630M, 4YTO6HI

ONTUMMU3NPOBATL 3PEKTUBHOCTL OXSTAKAEHUSA FEHEepPaTOPHOMN YCTaHOBKM.

CTaHAapTHble PyHKLUUMU

HebonbLior pasmMep koprnyca, HU3KONPOdUbHbIA AM3aliH

Kopnyc, reHepaTopHas yCcTaHOBKa, BbIXJIONHAsA cMCTEMa NpeaBapuTesibHO C06paHbI, BKJ1IOYEHbI B KOMIMJIEKT MOCTaBKU

Kopnyc n3rotosfieH M3 ctanu, ctanb obpaboTaHa NOpPOLIKOBbLIM MaTepuanioM
niaameocTaHaB/MBatoLWwas neHa

Jlerkum pocTyn Ko BCeEM NMyHKTaM obcny>xmBaHus

BbIxN0MHas cuctemMa B KOXyxe

Bonblune aBepu Ha KaXxaon CTOpoHe

OKHO KOHTPOJIbHOWM NMaHen B 3aKpbiBaloLENCs ABEPU

KHonka aBapuiHOM OCTAaHOBKM HaxoAMUTCA C BHELWHEN CTOPOHbI Kopnyca
AnbTepHaTOp BEHTUNATOPA M aKKyYMynsSTOpa 3aKpbIT ANS AOCTyna

JocTyn K akKyMysiSTOpY M K TONJIMBHOMY 6aKy TONIbKO Yepe3 3aKpblBaloLLytoCcs ABEPb
To4ykM nogbemMa Ha ONOPHONM pame

[aHHble onuuu oTBeYvatloT Bawmm TpeboBaHMsM

AKCA npoBepsieT CBOM reHepaTopHble YCTAaHOBKM Ha YPOBEHb LWyMa B COOTBETCTBUM C anpekTuBamum 2000/14/EC.

Pe3ynbTaTthbl McnbiTaHUs 6biNM NPUHSATBLI YNOJTHOMOYEHHbLIM opraHoMm C3Y Tect

Moaenb naHenu ynpasneHun

ynpasnsowmn Moaynb DSE
KOHTpOsib Mogenb Moayns 6020
KOMMYHUKALMOHHbIE MOPThI MODBUS

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017)

www.aksa.com.tr
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Mpun6opbl

-DSE, model 6020 Auto Mains Failure control module.
-Battery charger input 198-264 volt, output 27,6 V.5 A (24 V) or 13,8 Volt 5A (12V)
-Emergency stop push button and fuses for control circuits.

CTtpouTenbCTBO M 3aBepLueHue

-Components installed in sheet steel enclosure. Phosphate chemical, pre-coating of steel provides corrosion resistant
surface. Polyester composite powder topcoat forms high gloss and extremely durable finish. Lockable and hinged
panel door provides easy access to components.

YcTraHoBKa

Control panel is mounted on baseframe with steel stand. Located at the right side of the generator set (When you
look at the Gen.Set. from Alternator)

bnok YnpasneHus N'eHepaTopom

The DSE 6020 is a standard control module for our generator sets up to 200kVA and it has been designed to start and
stop diesel and gas generator sets.

The DSE 6020 module has been designed to monitor generator frequency, volt, current, engine oil pressure, coolant
temperature running hours and battery volts.

Module monitors the mains supply and switch over to the generator when the mains power fails.

The DSE6020 also indicates operational status and fault conditions, Automatically shutting down the Gen. Set and
giving true first up fault condition of Gen. Set failure.The LCD display indicates the fault.

CcTaHpapTHble PYyHKUUMU

-Microprocessor controlled.

-LCD display makes information easy to read.

-4-line, 64 x 132 pixel display.

-Automatically transfers between mains (utilty) and generator power.

-Manual programming on front panel.

-User-friendly set-up and button layout.

-Remote start.

-Event logging (5)showing date and time.

-Controls: Stop/Reset, Manual, Auto, Test, Start, buttons. An additional push button next to the LCD display is used
to scroll through the modules' metering displays.

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr
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YcTraHoBKa

ENGINE

-Engine speed.

-0Oil pressure.
-Coolant temperature.
-Run time.

-Battery volts.
-Configurable timing.

GENERATOR
-Voltage (L-L, L-N).
-Current (L1-L2-L3).
-Frequency. MAINS
-Voltage (L-L, L-N).
-Frequency.

-Mains ready.
-Mains enabled.
-Gen. Set ready.
-Gen. Set enabled.

Cxema 3amThbl

WARNING

-Charge failure.

-Battery Low/High voltage.

-Fail to stop.

-Low /High generator voltage.
-Under/over generator frequency.
-Over /Under speed.

-Low oil pressure.

-High coolant temperature.

SHUT DOWNS

-Fail to start. -Emergency stop.
-Low oil pressure.

-High coolant temperature.

-Over /Under speed.

-Under/over generator frequency.
-Under/over generator voltage.
-Oil pressure sensor open.
-Coolant temperature sensor open.

ELECTRICAL TRIP
-Generator over current.

OnuuoHHble 0co6eHHOoCTH

-Flexible sensor can be controlled with temperature, pressure, percentage (warning/shutdown/electrical trip)
-Local setting parameters and monitoring from PC to control module with USB connection (max 6 mt).

CraHpapTbl

Elecrical Safety / EMC compatibility

-BS EN 60950 Electrical business equipment.
-BS EN 61000-6-2 EMC immunity standard.
-BS EN 61000-6-4 EMC emission standard

CTaTMuyecKkMin akkyMynsatTop Boinpsamutens (3apsgHoe yCTPOMCTBO)

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017)
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- Battery charger is manufactured with switching-mode and SMD technology and it has high efficiency.

Battery charger models' output V-I characteristic is very close to square and output is 5 amper, 13,8 V for 12 volt and
27,6 V for 24 V . Input 198 - 264 volt AC.

Proline 2405 has fully output shot circuit protection and 1t can be used as a current source.

Proline 1205/2405 charger has high efficiency, long life, low failure rate, light weight and low heat radiated in
accordance with linear alternatives.

The charger is fitted with a protection diode across the output.

Connect charge fail relay coil between positive output and CF output.

They are equipped with RFI filter to reduce electrical noise radiated from the device.

Galvanically isolated input and output typically 4kV for high reliability.

CEPTU®UKATDI

TS ISO 8528

TS ISO 9001-2008
CE

SZUTEST
2000/14/EC

Manufacturer reserves the right to make changes in the model, technical specifications, color, equipment, accessories and images without prior notice. (31.01.2017) www.aksa.com.tr



